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	�Allows all current FIREscape luminaires to be flush mounted
	� Pre-Assembled springs
	�Colour-matched to existing white Emergency Light ranges
	�Suitable for a maximum ceiling thickness of 25 mm
	�Sturdy construction, easy to install
	� Luminaires awarded BSI Kitemark™

Model NFW68/89-RA is a mounting adaptor for the Emergency Lighting 
luminaire range and their associated mounting bases. The NFW68/89-RA 
allows a base and light combination to be flush mounted by providing a recess 

fixing in the ceiling.

It is supplied with a fast fix spring mechanism which secures the NFW68/89-RA 
within a pre-cut hole up to a maximum ceiling thickness of 25mm.

Recess	Adaptor
NFW68/89-RA
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Specification

Ordering	code NFW68/89-RA

Case	colour White (RAL 9003 “Signal White”)

Case	material Fire resistant PC + ABS plastic (FR3010)

Dimensions	(mm) 140 Ø x 44 H

Weight	(g) 65

Operating	humidity 95%RH - Non-condensing (at 40 °C)

Operating	temperature	range - 10 °C to +50 °C

Storage	temperature	range - 30 °C to +60 °C

IP	Rating IP20

Height	when	fitted	flush	(mm) 3

Drilled	hole	size	(mm) 128

Compatible	bases YBN-R/3

Compatible	luminaires EL-DL2, EL-DL3, NFW89/O, NFW89/C

Approvals	and	markings
 Luminaires awarded BSI Kitemark™ 


